
POLYSTAR – Construction Chemicals – By SHVA GROUP 
Sustaining Quality, Building Excellence for Stronger Structure                                                           Edition 2026 

 

LEGAL NOTES : : The information contained in this Technical Data Sheet is based on laboratory testing and practical experience. Actual performance may 
vary depending on substrate condition, application method, and environmental conditions. Users should test suitability before large-scale application. 

 

W
E A

R
E H

ER
E ,  D

O
 N

O
T W

O
R

R
Y

 A
B

O
U

T T
H

E STA
N

D
A

R
D

 
W

IT
H

 P
O

LY
ST

A
R

 T
H

E 
H

IG
H

ES
T

 Q
U

A
LI

TY
 C

O
N

C
R

ET
E 

IS
 A

C
H

IE
V

ED
 

 

POLY REPAIR EPOXY 3800- TWO-COMPONENT EPOXY REPAIR, BONDING AND ANCHORING MORTAR 

 
 

 

 

PRECAUTION IN APPLICATION: 

• Do not alter the mixing ratio of Component A and B. 

• Ensure substrate is clean, dry, sound, and free from dust, 

oil, grease, laitance, or loose particles. 

• Avoid applying on wet or frozen surfaces. 

• Work within the specified pot life; do not apply material 

after it starts to harden in the container. 

• Apply at recommended temperature range (+10°C to 

+30°C) for optimal curing and adhesion. 

• Avoid direct contact with skin and eyes; wear protective 

gloves and goggles. 

• Ensure proper ventilation in enclosed areas during 

application. 

• Do not apply under rain or when water may enter the 

repair area before curing. 

• For vertical or overhead applications, check trowel 

consistency to prevent sagging or slumping. 

SURFACE PREPARATION : 
For repair usage: 

• The substrate should be dry, clean, smooth, strong and 

free from dust, oil, dirt, bitumen and weak particles 

which prevent adherence. 

• If cracks and cavities need to be repaired, cracks and 

cavities should be expanded before the application and 

cleaned with compressed air. 

• Substrates, cracks and cavities to be repaired should be 

primed with epoxy primer. Next step should be start 

when the primer is sticky. 

• Considering the application time, certain amount of 

material should be prepared in accordance to mixing 

ratio. 

For anchoring reinforcement bars: 

• The application substrate should have 25 N/mm2 

concrete compressive strength and upper surface 1.5 

N/mm2 pull-off strength. 

• Anchorage hole should be clean, dry and free from 

contamination. 

• The reinforcement bar should be clean, free from rust 

and it should have enough capacity to carry design 

loads. 

• For proper anchorage, the diameter of the hole should 

be 1.10 to 1.25 times the diameter of the anchorage bar. 

• The anchorage depth (embedment depth) should be 

prepared using a drill to a depth of at least 10 times the 

diameter of the anchorage bar (or embedded). 

 

DESCRIPTION : 
POLYREPAIR EPOXY 3800 is a solvent-free, two-component, high-

strength, thixotropic epoxy mortar designed for structural 

concrete repair, bonding, and anchoring applications. Suitable 

for repairing structural concrete elements, filling cracks, 

patching, and anchoring reinforcement or prefabricated 

elements 

ADVANTAGE: 

• Structural concrete repair (cracks, edges, corners). 

• Bonding of prefabricated concrete elements. 

• Anchoring of reinforcing bars and threaded rods. 

• Industrial floor structural patching. 

• Load-bearing and safety-critical applications. 

AREA OF USE : 

• Any kind of industrial, reinforced concrete building 

• Floorings on special coverings and surface repairs for areas 

with light or medium traffic load 

• Filling tension gaps (rod clearances/tie-rod holes) and core 

spaces in concrete buildings, 

• Repairing concrete that is obtained via moulding during any 

kind of construction work and repairment of cracks, 

• Engineering constructions such as subway, motorway, dam 

etc., 

• Repairment, restoration and reinforcement projects, 

• Repairing surface disorders of 10 – 40 mm thick at once. 

MIXTURE PREPARATION : 

• Add Component B completely into Component A. 

• Mix with low-speed mixer (300–400 rpm) for 2–3 minutes 

until homogeneous color and consistency. 

• Do not alter the mixing ratio. 

APPLICATION : 

• Apply by spatula, trowel, or injection depending on the 

application. 

• For cracks, voids, and anchoring holes, ensure surfaces are 

clean and dry. 

For anchoring reinforcement bars: 

• The material mixed homogeneously should be poured into 

the holes which was prepared with necessary diameter and 

depth. 2/3rd of the depth should be filled. 

• The reinforcement to be applied should be placed in the hole 

carefully by rotating slowly.  

• It should be observed whether the material over flows 

• The hole to be drilled must have a diameter 6 mm greater 

than that of the reinforcement bar. 
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Head Office : Building No.15 , Qasimlu Street 40, Shahidan Zargata Quarter 24, Zone 1, Sulaymaniyah 46001, Iraq 

Factory : Tanjaro Industrial Area – Sulaymaniyah – Iraq  

W
E A

R
E H

ER
E ,  D

O
 N

O
T W

O
R

R
Y

 A
B

O
U

T T
H

E STA
N

D
A

R
D

 
W

IT
H

 P
O

LY
ST

A
R

 T
H

E 
H

IG
H

ES
T

 Q
U

A
LI

TY
 C

O
N

C
R

ET
E 

IS
 A

C
H

IE
V

ED
 

 

 
TECHNICAL PROPERTIES: 

Appearance Mixture: Grey - 

Pot Life 45 Minutes - 

Full Curing 7 Days - 

Aplication 

Tempeture 

Between +5°C and +35°C - 

Mixing Ratio A : B = 3 : 1 - 

Density (mixed) 1.60 – 1.75 g/cm3 - 

 

PERFORMANCE : 

Adhesive Bond 

Strength (to 

concrete) 

≥ 2 N/mm² EN 1542 

Flexural Strength  

(7 days) 

≥ 20 N/mm² EN 196-1 

Compressive 

Strength 

 (7 days) 

≥ 45 N/mm² EN 12190 

Modulus of Elasticity ≥ 15 GPa EN 13412 

Restrained 

Shrinkage / 

Expansion 

≥ 0.8 N/mm² EN 

12617-4 

Reaction to Fire 

 

D EN 

13501-1 

Hereby technical values and product application instructions 

are obtained in the wake of tests conducted in environment of 

+23±2°C temperature with relative humidity of %50±5. Higher 

temperatures will shorten the time span, while lower 

temperatures will extend it. 

 

 

STORAGE AND SHELF LIFE : 

Must be stored at temperatures between +5°C and +35°C. 

Under proper storing conditions, the product’s shelf life is 12 

months from production date if kept in original packaging 

unopened and undamaged. Packaged products must be shaken 

before use 

 

SECURITY INFORMATION : 

Use protective clothes, gloves, glasses and mask compatible 

with Health and Safety regulations during the application. It 

should not contact skin and eyes. In case it contacts to skin and 

eyes, rinse it with water and if swallowed ask for medical help. 

Food and beverage should not be allowed in the application 

area. It should be stored at the reach out of the children. The 

Material Safety Data Sheet (MSDS) should be read for detailed 

information. 

 

STANDARDS :  

EN 1504-3,  Class R4 

 

PACKING : 

Component A: 3.75 kg      -      Component B: 1.25 kg 

 

CONSUMPTION : 

Approx. 1.60 – 1.75 kg/m² per 1 mm thickness. Consumption 

may vary depending on substrate roughness and application 

method. 
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